**Tilt Switch Ball-Rolling Switch AT Series**

**SPECIFICATION**
- Electrical Rating: <6mA 24VDC
- Electrical Life: >50,000 Cycles
- Contact Resistance: 1 Ω
- Solder Temperature: 250°C 3 Seconds
- Ambient Temperature: 0°C~100°C

**MATERIAL**
- Canister: Copper Gold Plated
- Electrode: Copper Gold Plated
- Rolling Ball: Stainless Steel Gold Plated
- Insulated Piece: Nylon 46(94V-0)

**AT407 (Gold Shell Coating)**

**AT409**

**AT411**

http://www.lightcountry.com  E-mail: switches@seed.net.tw  Tel:+886-2-22253580  Fax:+886-2-22253827
E-mail:trade@lightcountry.com.cn  Tel:+66-769-7911177  Fax:+66-769-7913797
Tilt Switch Ball Rolling Switch AT Series

AT411-2

- Dimensions:
  - Ø0.4mm
  - 15mm ±1
  - 11mm ±1

AT411-R2

- Dimensions:
  - Ø0.4mm
  - 15mm ±1
  - 12mm ±1
  - 15mm ±1

AT514

- Dimensions:
  - Ø0.9mm
  - 10mm ±1
  - 14mm ±1

AT514-3

- Dimensions:
  - Ø 0.4mm
  - 15mm ±1
  - 14mm ±1